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The LN2 supply series is mainly used for storing liquid nitrogen 
for large LN2 tanks, and is suitable for major central laborato-
ries, biobanks and other scenarios. 

Self-pressurized Series

The pressure generated by the gasification of a small 
amount of liquid in the container causes the contain-
er to automatically discharge the liquid, thereby 
replenishing liquid nitrogen for other containers.

High-performance cryogenic container

Special stainless steel material and structural design 
ensure durable and safe operation even in harsh 
environments.

Narrow mouth design reduces the evaporation loss 
rate of liquid nitrogen.

Narrow mouth design

This series of products are fully equipped with 
pressure relief valves, drain valves, emptying valves, 
pressure gauges and other structures to ensure safe 
operation.

Safe and stable

User friendly

Products above 50L are equipped with a liquid level 
observer as standard to clearly check the liquid 
nitrogen capacity in the tank.

All models are equipped with four universal casters to 
facilitate the container to move to different places for 
use.

Clear liquid level

Features

It can be matched with intelligent monitoring 
terminal to realize automatic LN2 replenishment of 
large stainless steel liquid nitrogen tanks.

Automatic liquid refill
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Container size

Quantity(ea)
Outer diamension(mm)
Height(mm)

                  0.5ml(ea)

                  0.25ml(ea)

Round 
Bucket

Square 
bucket

Product Model

Geometric volume (L)

Caliber (mm)
Static liquid nitrogen 
evaporation capacity (L/D)
Static liquid nitrogen 
storage period (d)

Height (total height 
including lock cover) (mm)
Outer dimensions(mm)
empty weight 
(not include the bucket)

Lock cover
Protective cover

Bucket
Intelligent monitoring 
device

8

80

0.3

17 

1

63

120

375

831

-

-

-

-

80

521

300

7.4

Standard

Standard

Optional

Optional

MYDS-8H-80-S

8

80

0.3

17 

1

63

120

375

1749

─

─

─

─

80

521

300

7.4

Standard

Standard

Optional

Standard

MYDS-8H-80-FS

10

125

0.4

12

1

97

276

780

1749

1

81×85

76×76

4

100

586

300

8.6

Standard

Standard

Optional

Optional

10

125

0.4

12

1

97

276

780

-

1

81×85

76×76

4

100

586

300

8.6

Standard

Standard

Optional

Standard

25

216

0.89

15 

─

─

─

─

─

1

139×141

132×132

5

405

741

396

13.4

Standard

Standard

Optional

Optional

25

216

0.89

15 

─

─

─

─

─

1

139×141

132×132

5

405

741

396

13.4

Standard

Standard

Optional

Standard

MYDS-10H-125-S MYDS-10H-125-FS MYDS-25H-216-S MYDS-25H-216-FS

MYDZ-230 MYDZ-300 MYDZ-500MYDZ-100MYDZ-30 MYDZ-50 MYDZ-150 MYDZ-200

230

50

0.6

≥7L/Min

1580

710

130

0.05

0.09

0.099

0.15

0～0.25

300

50

0.55

≥8 L/Min

1435

755

140

0.05

0.09

0.099

0.15

0～0.25

500

50

0.5

≥10L/Min

1500

958

265

0.05

0.09

0.099

0.15

0～0.25

Product Model

Geometric volume (L)

Caliber (mm)

Static evaporation rate (%)

Infusion volume (L/MIN)

Total height(mm)

Outer diameter(mm)

Empty tank weight(kg)
Standard operating 
pressure (MPa)
Maximum operating 
pressure (MPa)
Opening pressure of 
primary safety valve (MPa)
Opening pressure of 
secondary safety valve (MPa)
Pressure gauge 
indication range (MPa)

100

50

1.2

≥5L/Min

1120

566

63

0.05

0.09

0.099

0.15

0～0.25

30

50

3.2

≥5 L/Min

850

404

29

0.05

0.09

0.099

0.15

0～0.25

50

50

2.2

≥5 L/Min

960

455

38

0.05

0.09

0.099

0.15

0～0.25

150

50

1.6

≥5 L/Min

1110

656

86

0.05

0.09

0.099

0.15

0～0.25

200

50

0.8

≥6 L/Min

1250

656

96

0.05

0.09

0.099

0.15

0～0.25

Specifications

Specifications

Accessories

Straw 
capacity 
0.25ml 

(single layer)

Quantity (ea)

Size（mm）
Box size (mm)

Number of square (ea)
Quantity of 2ml

Durable and light

+


	（已压缩）1.封面企宣
	（已压缩）2：.p14-17（双系统）
	（已压缩）3：.p18-21（双级复叠）
	（已压缩）4：.p22-25（碳氢）
	（已压缩）5：.p26-29（高效碳氢）
	（已压缩）6：.p30-33（小容积段）
	（已压缩）7：p34-39冷藏一
	（已压缩）8：p40-45冷藏二
	（已压缩）9：p46-49冷藏三
	（已压缩）10：p50-55血液箱一
	（已压缩）11：p56-59血液箱 二
	（已压缩）12：p60-65冷藏冷冻一
	（已压缩）13：p66-69冷藏冷冻二
	（已压缩）14：p70-75冷冻一
	（已压缩）15：p76-79冷冻二
	（已压缩）16：p80-81冷冻三
	（已压缩）17：p82-83极低温
	（已压缩）18：p88-91离心机
	（已压缩）19：p92-105液氮罐
	（已压缩）20：p106-107选配



